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(3)  CONSTRUCTION CHART (4)  PARTS LIST

PART NO.      DESCRIPTION
Security key

2. Switch (the dispenser is automatically deactivated
   when the housing (item no. 6) is opened).
3. Sensor unit
4. Signal light for indication of dosage and 
 battery status.
5. Battery compartment
6. Housing

SOAP CONTAINER:
7.            Lid
8.  Soap container
9.  Connector between tube and container
10. Rubber tube
11. Nozzle
12. Control box

13.          Three holes (for wall mounting)
14.           Base plate
15.           6 Vdc transformer  (for connection to 230 Vac).

FOR INSTALLATION:

(5)  CONNECTING TO POWER SUPPLY VIA TRANSFORMER (alternative solution)
Open the housing with the security key supplied (Fig. 2).

2. Prior to base plate wall mounting, the adaptor plug of the transformer must be fed via the bottom of the dispenser
      in between the base plate and the bottom of the housing (fig. 3).
3.   Connect transformer to a standard 230 Vac wall outlet.

(6)   RECOMMENDED INSTALLATION HEIGHT

INSTALLATION HEIGHT:
At least 20 cm above conventional table top.
At least 30 cm above stainless steel table top.
If the dispenser is mounted with less distance 
to table top, there will be a risk of unintended 
dispensing.

MEASURING UNIT: mm

IMPORTANT: This product is covered by the WEEE regulations on the recycling and recovery of waste electrical and 
electronic equipment. 
                                   ·  This product is not to be treated as household refuse.
                                   ·  This product must be recycled if possible.
                                   ·  Contact local authorities for advice.
                                   ·  The product may also be returned to the manufacturer/distributor free of
                                     charge. The manufacturer/distributor will ensure proper recycling/disposal.

Not included as a 
standard component
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